ECO Spot LED B90 LED Gobo Projector

e For bright environments, large projection
sizes and distances.

e Interchangeable Projection Lenses.

e Quiet Operation

¢ Integrated Gobo Rotator with on/off switch,
useful for exact image alignment.

* Takes std. M-size gobos, up to Full Color, plus foil
materials (limited use time).

¢ Universal yoke/stand-foot allows for Standalone
or Truss mounting.

e Compact, full Aluminum Housing.

SPECIFICATIONS:

PROJECTOR

Order Code: ES-B90

Power Supply: 100-240V, 47-63Hz, 110W

Other Build Options: ES-B90C: with 4-gobo changer
ES-B90E : Outdoor version with Rotator
ES-B90CE : Outdoor Version with 4-Gobo Changer

LAMP DETAIL

Type: LED 90W

Rated Life: 40,000 Hours

Color Temperature: 6,000k +/-500k

Luminous Flux: 7,200Im (effective flux 6,300Im)

OPTICAL

Available Projection Lenses:  Semi-Narrow: f=200mm/15°

Medium: f=140mm/20°

Semi-Wide: f=115mm/25°
Wide: f=70mm/30°

Gobo Dimensions: M-Size (OD66mm, ID48mm), max. thickness: 5mm

PROJECTION RANGE (typical range with Semi-Narrow lens)

Bright environment: - up to 50ft

Dim environment: - up to 100ft

Dark environment: - up to 250ft (or more in very dark conditions)
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ECO Spot LED B90 LED Gobo Projector
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ECO Spot™ Photometrics
Model Color L Beam | Effective cp val PROJECTION DISTANCE IN FEET (ft)
Gobo Size Temp. NS | Mult. Im alue 3 6 9 12 15 18 24 30 36 42 64 88 112 136 200 250
200mm Size (ft) 23 3.0 3.8 4.5 6.0 7.5 9.0 10.5 16.0 22.0 28.0 34.0 50.0
ES-B90 @s) | %28 6217 | 126,720 Brightness (fc) | 1564 880 563 391 220 141 98
::'::gg taomm [T 0 | ess20 Size (ft) 21 32 42 53 63 84 1 13
et 6000k | (20°) Brightness (fc) 748307 809 455 291 202 114 73 51
+1- 500k [ 115mm 0.42 5700 41,760 Size (ft) 2.5 3.8 5.0 6.3 7.5 10.0 13 15
M-Size (25°) - ’ Brightness (fc) [ 1160 516 290 186 129 73 46 32
ID=48mm 87mm Size (ft) 33 5.0 6.6 83 9.9 13.2 17 20
@oe) | 0% | 4M5 | 18720 | gioiness (fc) 5% 231 130 83 58 33 21 14
ECO Spot is a Trademark of Globus New Media LLC dba Gobosource
For a quick overview, the illumination values in the tables are color coded. There are many factors that determine the visibility of a projection, such as ambient light, color and reflectiveness of the projection
Foot Candles (ft) [surface, competing light, gobo colors, projector color temperature, and other factors. Therefore our recommendations should only be used as guidelines and we cannot guarantee a successful application. If
you are unsure, please call us to discuss.
Projection Size |For the resulting Projection Size at any given Distance, Multiply the number in the "Beam Mult." column with your Projection Distance. Projection Size = Distance x Beam Mult.
Calculation For the Distance needed to achieve a desired Projection Size, Divide the Projection size by the Beam Multiplier. Distance = Projection Size / Beam Mult.

Very high brightness for very bright environments, such as Office-, Lobby-, Retail-, Trade Show-, Environment. Color gobos project in vibrant colors. Outdoors well visible at night with vibrant colors.

Metric Ci i For Meters iply feet by .3048. For Lux i dles by 10.76

PACKAGE CONTENTS
Power Cord e Test Gobo ¢ Spare Gobo Retaining Ring ¢ Integrated Gobo Mounts e User Manual
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